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The major changes in the AliZ=51 receiver ao cempared with the AlZ=49 are
in the power pack. The autotransformer and selenium rectifier combination
used in the #RZ=49 have been replaced by & power tranoformer and vacuum=tubo
rectifier (& 6X5), respectively. The power traneformor retains an subotrans=
formor feature, in that cne plate of the 6X5 is fed from a tap on the primary
of the power transformer, while the other plate is fed from the secondary
vilnding.

The only other major change in the get is the replacement of the 30PLL
beas tetrode used as an output tube in the ARZ=LO by a 6Vé. This change may
have given rise to the tranasformer change, since & 30=-volt filament tep was
no longer neededs

A 1=CD=1 electrodynamle loudspesker is used in the ARZ=51, while a
1-Ghi=1,5 speaker was used in the ARZ=li9

The output pover (0.5-0.6 w), power drawn from the line (40 w), and in=
termediate frequency (110 ke¢) are the same for both receivers. No data was
given in source on the sensitivity, selectivity, image-frequency attenuation,
Or &iVeCo qharagpe;;spiegqu the ARZ=51 recelver.

Purchagers of the ARZ=51 recolver-axe glven d ‘6=onth guarantee; durdng °
which time the producing plant will underwrite repair of the set or send

parts free of charge.
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